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direction is noted with the negative side dis-
connected, then the static pressure is posi-
tive. Likewise, if a deflection in the positive
direction is noted with the positive side dis-
connected, then the static pressure is nega-
tive.

8.11.2 If a 3–D probe is used for this meas-
urement, position the probe at or between
any traverse point(s) and rotate the probe
until a null differential pressure reading is
obtained at P2–P3. Rotate the probe 90°. Dis-
connect the P2 pressure side of the probe and
read the pressure P1–Pbar and record as the
static pressure. (NOTE: The spherical probe,
specified in section 6.1.2 of Method 2F, is un-
able to provide this measurement and shall
not be used to take static pressure measure-
ments.)

8.12 Atmospheric Pressure. Determine the
atmospheric pressure at the sampling ele-
vation during each test run following the
procedure described in section 2.5 of Method
2.

8.13 Molecular Weight. Determine the
stack or duct gas dry molecular weight. For
combustion processes or processes that emit
essentially CO2, O2, CO, and N2, use Method 3
or 3A. For processes emitting essentially air,
an analysis need not be conducted; use a dry
molecular weight of 29.0. Other methods may
be used, if approved by the Administrator.

8.14 Moisture. Determine the moisture
content of the stack gas using Method 4 or
equivalent.

8.15 Data Recording and Calculations.
Record all required data on a form similar to
Table 2G–3.

8.15.1 2–D probe calibration coefficient.
When a Type S pitot tube is used in the field,
the appropriate calibration coefficient as de-
termined in section 10.6 shall be used to per-
form velocity calculations. For calibrated
Type S pitot tubes, the A-side coefficient
shall be used when the A-side of the tube
faces the flow, and the B-side coefficient
shall be used when the B-side faces the flow.

8.15.2 3–D calibration coefficient. When a
3–D probe is used to collect data with this
method, follow the provisions for the calibra-
tion of 3–D probes in section 10.6 of Method
2F to obtain the appropriate velocity cali-
bration coefficient (F2 as derived using Equa-
tion 2F–2 in Method 2F) corresponding to a
pitch angle position of 0°.

8.15.3 Calculations. Calculate the yaw-ad-
justed velocity at each traverse point using
the equations presented in section 12.2. Cal-
culate the test run average stack gas veloc-
ity by finding the arithmetic average of the
point velocity results in accordance with
sections 12.3 and 12.4, and calculate the stack
gas volumetric flow rate in accordance with
section 12.5 or 12.6, as applicable.

9.0 Quality Control

9.1 Quality Control Activities. In conjunc-
tion with the yaw angle determination and

the pressure and temperature measurements
specified in section 8.9, the following quality
control checks should be performed.

9.1.1 Range of the differential pressure
gauge. In accordance with the specifications
in section 6.4, ensure that the proper dif-
ferential pressure gauge is being used for the
range of >P values encountered. If it is nec-
essary to change to a more sensitive gauge,
replace the gauge with a gauge calibrated ac-
cording to section 10.3.3, perform the leak
check described in section 8.4 and the zero
check described in section 8.5, and repeat the
differential pressure and temperature read-
ings at each traverse point.

9.1.2 Horizontal stability check. For hori-
zontal traverses of a stack or duct, visually
check that the probe shaft is maintained in
a horizontal position prior to taking a pres-
sure reading. Periodically, during a test run,
the probe’s horizontal stability should be
verified by placing a carpenter’s level, a dig-
ital inclinometer, or other angle-measuring
device on the portion of the probe sheath
that extends outside of the test port. A com-
parable check should be performed by auto-
mated systems.

10.0 Calibration

10.1 Wind Tunnel Qualification Checks.
To qualify for use in calibrating probes, a
wind tunnel shall have the design features
specified in section 6.11 and satisfy the fol-
lowing qualification criteria. The velocity
pressure cross-check in section 10.1.1 and
axial flow verification in section 10.1.2 shall
be performed before the initial use of the
wind tunnel and repeated immediately after
any alteration occurs in the wind tunnel’s
configuration, fans, interior surfaces,
straightening vanes, controls, or other prop-
erties that could reasonably be expected to
alter the flow pattern or velocity stability in
the tunnel. The owner or operator of a wind
tunnel used to calibrate probes according to
this method shall maintain records docu-
menting that the wind tunnel meets the re-
quirements of sections 10.1.1 and 10.1.2 and
shall provide these records to the Adminis-
trator upon request.

10.1.1 Velocity pressure cross-check. To
verify that the wind tunnel produces the
same velocity at the tested probe head as at
the calibration pitot tube impact port, per-
form the following cross-check. Take three
differential pressure measurements at the
fixed calibration pitot tube location, using
the calibration pitot tube specified in sec-
tion 6.10, and take three measurements with
the calibration pitot tube at the wind tunnel
calibration location, as defined in section
3.21. Alternate the measurements between
the two positions. Perform this procedure at
the lowest and highest velocity settings at
which the probes will be calibrated. Record
the values on a form similar to Table 2G–4.
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At each velocity setting, the average veloc-
ity pressure obtained at the wind tunnel
calibration location shall be within ±2 per-
cent or 2.5 mm H2O (0.01 in. H2O), whichever
is less restrictive, of the average velocity
pressure obtained at the fixed calibration
pitot tube location. This comparative check
shall be performed at 2.5-cm (1-in.), or small-
er, intervals across the full length, width,
and depth (if applicable) of the wind tunnel
calibration location. If the criteria are not
met at every tested point, the wind tunnel
calibration location must be redefined, so
that acceptable results are obtained at every
point. Include the results of the velocity
pressure cross-check in the calibration data
section of the field test report. (See section
16.1.4.)

10.1.2 Axial flow verification. The fol-
lowing procedures shall be performed to
demonstrate that there is fully developed
axial flow within the wind tunnel calibration
location and at the calibration pitot tube lo-
cation. Two options are available to conduct
this check.

10.1.2.1 Using a calibrated 3–D probe. A
probe that has been previously calibrated in
a wind tunnel with documented axial flow
(as defined in section 3.22) may be used to
conduct this check. Insert the calibrated 3–D
probe into the wind tunnel test section using
the tested probe port. Following the proce-
dures in sections 8.9 and 12.2 of Method 2F,
determine the yaw and pitch angles at all
the point(s) in the test section where the ve-
locity pressure cross-check, as specified in
section 10.1.1, is performed. This includes all
the points in the calibration location and the
point where the calibration pitot tube will be
located. Determine the yaw and pitch angles
at each point. Repeat these measurements at
the highest and lowest velocities at which
the probes will be calibrated. Record the val-
ues on a form similar to Table 2G–5. Each
measured yaw and pitch angle shall be with-
in ±3° of 0°. Exceeding the limits indicates
unacceptable flow in the test section. Until
the problem is corrected and acceptable flow
is verified by repetition of this procedure,
the wind tunnel shall not be used for calibra-
tion of probes. Include the results of the
axial flow verification in the calibration
data section of the field test report. (See sec-
tion 16.1.4.)

10.1.2.2 Using alternative probes. Axial
flow verification may be performed using an
uncalibrated prism-shaped 3–D probe (e.g.,
DA or DAT probe) or an uncalibrated wedge
probe. (Figure 2G–8 illustrates a typical
wedge probe.) This approach requires use of
two ports: the tested probe port and a second
port located 90° from the tested probe port.
Each port shall provide access to all the
points within the wind tunnel test section
where the velocity pressure cross-check, as
specified in section 10.1.1, is conducted. The
probe setup shall include establishing a ref-

erence yaw-null position on the probe sheath
to serve as the location for installing the
angle-measuring device. Physical design fea-
tures of the DA, DAT, and wedge probes are
relied on to determine the reference posi-
tion. For the DA or DAT probe, this ref-
erence position can be determined by setting
a digital inclinometer on the flat facet where
the P1 pressure port is located and then iden-
tifying the rotational position on the probe
sheath where a second angle-measuring de-
vice would give the same angle reading. The
reference position on a wedge probe shaft can
be determined either geometrically or by
placing a digital inclinometer on each side of
the wedge and rotating the probe until
equivalent readings are obtained. With the
latter approach, the reference position is the
rotational position on the probe sheath
where an angle-measuring device would give
a reading of 0°. After installation of the
angle-measuring device in the reference yaw-
null position on the probe sheath, determine
the yaw angle from the tested port. Repeat
this measurement using the 90° offset port,
which provides the pitch angle of flow. De-
termine the yaw and pitch angles at all the
point(s) in the test section where the veloc-
ity pressure cross-check, as specified in sec-
tion 10.1.1, is performed. This includes all the
points in the wind tunnel calibration loca-
tion and the point where the calibration
pitot tube will be located. Perform this
check at the highest and lowest velocities at
which the probes will be calibrated. Record
the values on a form similar to Table 2G–5.
Each measured yaw and pitch angle shall be
within ±3° of 0°. Exceeding the limits indi-
cates unacceptable flow in the test section.
Until the problem is corrected and accept-
able flow is verified by repetition of this pro-
cedure, the wind tunnel shall not be used for
calibration of probes. Include the results in
the probe calibration report.

10.1.3 Wind tunnel audits.
10.1.3.1 Procedure. Upon the request of the

Administrator, the owner or operator of a
wind tunnel shall calibrate a 2-D audit probe
in accordance with the procedures described
in sections 10.3 through 10.6. The calibration
shall be performed at two velocities that en-
compass the velocities typically used for this
method at the facility. The resulting calibra-
tion data shall be submitted to the Agency
in an audit test report. These results shall be
compared by the Agency to reference cali-
brations of the audit probe at the same ve-
locity settings obtained at two different
wind tunnels.

10.1.3.2 Acceptance criterion. The audited
tunnel’s calibration coefficient is acceptable
if it is within ±3 percent of the reference cali-
brations obtained at each velocity setting by
one (or both) of the wind tunnels. If the ac-
ceptance criterion is not met at each cali-
bration velocity setting, the audited wind
tunnel shall not be used to calibrate probes
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for use under this method until the problems
are resolved and acceptable results are ob-
tained upon completion of a subsequent
audit.

10.2 Probe Inspection.
10.2.1 Type S probe. Before each calibra-

tion of a Type S probe, verify that one leg of
the tube is permanently marked A, and the
other, B. Carefully examine the pitot tube
from the top, side, and ends. Measure the an-
gles (α1, α2, β1, and β2) and the dimensions (w
and z) illustrated in Figures 2–2 and 2–3 in
Method 2. Also measure the dimension A, as
shown in the diagram in Table 2G–1, and the
external tubing diameter (dimension Dt, Fig-
ure 2–2b in Method 2). For the purposes of
this method, Dt shall be no less than 9.5 mm
(3⁄8 in.). The base-to-opening plane distances
PA and PB in Figure 2–3 of Method 2 shall be
equal, and the dimension A in Table 2G–1
should be between 2.10Dt and 3.00Dt. Record
the inspection findings and probe measure-
ments on a form similar to Table CD2–1 of
the ‘‘Quality Assurance Handbook for Air
Pollution Measurement Systems: Volume
III, Stationary Source-Specific Methods’
(EPA/600/R–94/038c, September 1994). For ref-
erence, this form is reproduced herein as
Table 2G–1. The pitot tube shall not be used
under this method if it fails to meet the
specifications in this section and the align-
ment specifications in section 6.1.1. All Type
S probes used to collect data with this meth-
od shall be calibrated according to the proce-
dures outlined in sections 10.3 through 10.6
below. During calibration, each Type S pitot
tube shall be configured in the same manner
as used, or planned to be used, during the
field test, including all components in the
probe assembly (e.g., thermocouple, probe
sheath, sampling nozzle). Probe shaft exten-
sions that do not affect flow around the
probe head need not be attached during cali-
bration.

10.2.2 3-D probe. If a 3-D probe is used to
collect data with this method, perform the
pre-calibration inspection according to pro-
cedures in Method 2F, section 10.2.

10.3 Pre-Calibration Procedures. Prior to
calibration, a scribe line shall have been
placed on the probe in accordance with sec-
tion 10.4. The yaw angle and velocity calibra-
tion procedures shall not begin until the pre-
test requirements in sections 10.3.1 through
10.3.4 have been met.

10.3.1 Perform the horizontal straightness
check described in section 8.2 on the probe
assembly that will be calibrated in the wind
tunnel.

10.3.2 Perform a leak check in accordance
with section 8.4.

10.3.3 Except as noted in section 10.3.3.3,
calibrate all differential pressure-measuring
devices to be used in the probe calibrations,
using the following procedures. At a min-
imum, calibrate these devices on each day
that probe calibrations are performed.

10.3.3.1 Procedure. Before each wind tun-
nel use, all differential pressure-measuring
devices shall be calibrated against the ref-
erence device specified in section 6.4.3 using
a common pressure source. Perform the cali-
bration at three reference pressures rep-
resenting 30, 60, and 90 percent of the full-
scale range of the pressure-measuring device
being calibrated. For an inclined-vertical
manometer, perform separate calibrations
on the inclined and vertical portions of the
measurement scale, considering each portion
of the scale to be a separate full-scale range.
[For example, for a manometer with a 0-to
2.5-cm H2O (0-to 1-in. H2O) inclined scale and
a 2.5-to 12.7-cm H2O (1-to 5-in. H2O) vertical
scale, calibrate the inclined portion at 7.6,
15.2, and 22.9 mm H2O (0.3, 0.6, and 0.9 in.
H2O), and calibrate the vertical portion at
3.8, 7.6, and 11.4 cm H2O (1.5, 3.0, and 4.5 in.
H2O).] Alternatively, for the vertical portion
of the scale, use three evenly spaced ref-
erence pressures, one of which is equal to or
higher than the highest differential pressure
expected in field applications.

10.3.3.2 Acceptance criteria. At each pres-
sure setting, the two pressure readings made
using the reference device and the pressure-
measuring device being calibrated shall
agree to within ±2 percent of full scale of the
device being calibrated or 0.5 mm H2O (0.02
in. H2O), whichever is less restrictive. For an
inclined-vertical manometer, these require-
ments shall be met separately using the re-
spective full-scale upper limits of the in-
clined and vertical portions of the scale. Dif-
ferential pressure-measuring devices not
meeting the ±2 percent of full scale or 0.5 mm
H2O (0.02 in. H2O) calibration requirement
shall not be used.

10.3.3.3 Exceptions. Any precision manom-
eter that meets the specifications for a ref-
erence device in section 6.4.3 and that is not
used for field testing does not require cali-
bration, but must be leveled and zeroed be-
fore each wind tunnel use. Any pressure de-
vice used exclusively for yaw nulling does
not require calibration, but shall be checked
for responsiveness to rotation of the probe
prior to each wind tunnel use.

10.3.4 Calibrate digital inclinometers on
each day of wind tunnel or field testing
(prior to beginning testing) using the fol-
lowing procedures. Calibrate the inclinom-
eter according to the manufacturer’s calibra-
tion procedures. In addition, use a triangular
block (illustrated in Figure 2G–9) with a
known angle θ, independently determined
using a protractor or equivalent device, be-
tween two adjacent sides to verify the incli-
nometer readings. (NOTE: If other angle-
measuring devices meeting the provisions of
section 6.2.3 are used in place of a digital in-
clinometer, comparable calibration proce-
dures shall be performed on such devices.)
Secure the triangular block in a fixed posi-
tion. Place the inclinometer on one side of
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the block (side A) to measure the angle of in-
clination (R1). Repeat this measurement on
the adjacent side of the block (side B) using
the inclinometer to obtain a second angle
reading (R2). The difference of the sum of the
two readings from 180° (i.e., 180°-R1-R2) shall
be within ±2° of the known angle, θ.

10.4 Placement of Reference Scribe Line.
Prior to the first calibration of a probe, a
line shall be permanently inscribed on the
main probe sheath to serve as a reference
mark for determining yaw angles. Annex C
in section 18 of this method gives a guideline
for placement of the reference scribe line.

10.4.1 This reference scribe line shall meet
the specifications in sections 6.1.5.1 and
6.1.5.3 of this method. To verify that the
alignment specification in section 6.1.5.3 is
met, secure the probe in a horizontal posi-
tion and measure the rotational angle of
each scribe line and scribe line segment
using an angle-measuring device that meets
the specifications in section 6.2.1 or 6.2.3. For
any scribe line that is longer than 30.5 cm (12
in.), check the line’s rotational position at
30.5-cm (12-in.) intervals. For each line seg-
ment that is 12 in. or less in length, check
the rotational position at the two endpoints
of the segment. To meet the alignment spec-
ification in section 6.1.5.3, the minimum and
maximum of all of the rotational angles that
are measured along the full length of main
probe must not differ by more than 2°. (NOTE:
A short reference scribe line segment [e.g.,
15.2 cm (6 in.) or less in length] meeting the
alignment specifications in section 6.1.5.3 is
fully acceptable under this method. See sec-
tion 18.1.1.1 of Annex A for an example of a
probe marking procedure, suitable for use
with a short reference scribe line.)

10.4.2 The scribe line should be placed on
the probe first and then its offset from the
yaw-null position established (as specified in
section 10.5). The rotational position of the
reference scribe line relative to the yaw-null
position of the probe, as determined by the
yaw angle calibration procedure in section
10.5, is the reference scribe line rotational
offset, RSLO. The reference scribe line rota-
tional offset shall be recorded and retained
as part of the probe’s calibration record.

10.4.3 Scribe line for automated probes. A
scribe line may not be necessary for an auto-
mated probe system if a reference rotational
position of the probe is built into the probe
system design. For such systems, a ‘‘flat’’ (or
comparable, clearly identifiable physical
characteristic) should be provided on the
probe casing or flange plate to ensure that
the reference position of the probe assembly
remains in a vertical or horizontal position.
The rotational offset of the flat (or com-
parable, clearly identifiable physical char-
acteristic) needed to orient the reference po-
sition of the probe assembly shall be re-
corded and maintained as part of the auto-
mated probe system’s specifications.

10.5 Yaw Angle Calibration Procedure.
For each probe used to measure yaw angles
with this method, a calibration procedure
shall be performed in a wind tunnel meeting
the specifications in section 10.1 to deter-
mine the rotational position of the reference
scribe line relative to the probe’s yaw-null
position. This procedure shall be performed
on the main probe with all devices that will
be attached to the main probe in the field
[such as thermocouples, resistance tempera-
ture detectors (RTDs), or sampling nozzles]
that may affect the flow around the probe
head. Probe shaft extensions that do not af-
fect flow around the probe head need not be
attached during calibration. At a minimum,
this procedure shall include the following
steps.

10.5.1 Align and lock the angle-measuring
device on the reference scribe line. If a
marking procedure (such as described in sec-
tion 18.1.1.1) is used, align the angle-meas-
uring device on a mark within ±1° of the ro-
tational position of the reference scribe line.
Lock the angle-measuring device onto the
probe sheath at this position.

10.5.2 Zero the pressure-measuring device
used for yaw nulling.

10.5.3 Insert the probe assembly into the
wind tunnel through the entry port, posi-
tioning the probe’s impact port at the cali-
bration location. Check the responsiveness of
the pressure-measurement device to probe
rotation, taking corrective action if the re-
sponse is unacceptable.

10.5.4 Ensure that the probe is in a hori-
zontal position, using a carpenter’s level.

10.5.5 Rotate the probe either clockwise
or counterclockwise until a yaw null [zero
∆P for a Type S probe or zero (P2-P3) for a 3–
D probe] is obtained. If using a Type S probe
with an attached thermocouple, the direc-
tion of the probe rotation shall be such that
the thermocouple is located downstream of
the probe pressure ports at the yaw-null po-
sition.

10.5.6 Use the reading displayed by the
angle-measuring device at the yaw-null posi-
tion to determine the magnitude of the ref-
erence scribe line rotational offset, RSLO, as
defined in section 3.15. Annex D in section 18
of this method gives a recommended proce-
dure for determining the magnitude of RSLO

with a digital inclinometer and a second pro-
cedure for determining the magnitude of
RSLO with a protractor wheel and pointer de-
vice. Table 2G–6 gives an example data form
and Table 2G–7 is a look-up table with the
recommended procedure. Procedures other
than those recommended in Annex D in sec-
tion 18 may be used, if they can determine
RSLO to within 1° and are explained in detail
in the field test report. The algebraic sign of
RSLO will either be positive if the rotational
position of the reference scribe line (as
viewed from the ‘‘tail’’ end of the probe) is
clockwise, or negative, if counterclockwise
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